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Net Linked Station Pair

General Description

The function enables an extension to use the actual two terminals belonging in master system or slave system 1, 2 as if one terminal by connecting two different terminals.

Operating Procedure

If ☎/☏ are assigned as the linked extension pair, the processing is as below.

	Called Extension
	☎’s state
	☏’s state
	Result

	☎
	Idle
	Idle
	☎ and ☏

	☏
	Idle
	Idle
	☎ and ☏

	☎
	Busy
	Idle
	Busy Tone

	☏
	Busy
	Idle
	☏

	☎
	Idle
	Busy
	☎

	☏
	Idle
	Busy
	Busy Tone

	☎
	B☎-Busy
	Idle
	B☎

	☏
	B☎-Busy
	Idle
	B☎ and ☏

	☎
	B☎-Idle
	B☏-Idle
	☎ and ☏

	☏
	B☎-Idle
	B☏-Idle
	☎ and ☏

	☎
	B☎-Busy
	B☏-Idle
	B☎

	☏
	B☎-Busy
	B☏-Idle
	B☎ and ☏

	☎
	B☎-Idle
	B☏-Busy
	☎ and B☏

	☏
	B☎-Idle
	B☏-Busy
	B☏

	☎
	DND
	Idle
	☏

	☏
	DND
	Idle
	☏

	☎
	DND
	DND
	Busy Tone

	☏
	DND
	DND
	Busy Tone

	☎
	A☎
	Idle
	A☎

	☏
	A☎
	Idle
	A☎ and ☏

	☎
	A☎
	A☏
	A☎

	☏
	A☎
	A☏
	A☏

	☎
	N☎
	Idle
	☎ and ☏

	☏
	N☎
	Idle
	☎ and ☏

	☎
	N☎
	N☏
	☎ and ☏

	☏
	N☎
	N☏
	☎ and ☏

	☎
	N☎
	Busy
	☎

	☏
	N☎
	Busy
	Busy Tone


· Reference

☎/☏ : Linked stations

A☎/ A☏ : ☎/☏’s Unconditional CFWD state or subscriber of Unconditional CFWD registered to ☎/☏

B☎/ B☏ : ☎/☏’s Busy CFWD state or subscriber of Busy CFWD registered to ☎/☏

N☎/ N☏ : ☎/☏’s No Answer CFWD state or subscriber of No Answer CFWD registered to ☎/☏
Service Conditions

The attendant cannot be assigned as the linked station pair.

· The DDS terminal cannot be assigned as the linked station pair.

Data Generation

· To assign Linked Station Pair

Assign Base Extension Tel No and Linked Extension Tel No

[16.10 Linked Station Pair]

Interactions
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